MEMORANDUM FOR: Write Your Own (WYO) Company Principal Coordinators, the National Flood Insurance Program (NFIP) Direct, and Independent Adjusters

FROM: David I. Maurstad
Assistant Administrator for Federal Insurance
Federal Insurance and Mitigation Administration

SUBJECT: Addendum to the NFIP Adjuster Claims Manual — Special Adjustment Issues: Fiberboard Sheathing/Blackboard

I. Sheathing Addendum to NFIP Adjuster Claims Manual

On October 13, 2017, the National Flood Insurance Program (NFIP) updated the NFIP Adjuster Claims Manual by adding an addendum providing additional guidance on special adjustment issues surrounding perimeter wall sheathing. The addendum expands upon and replaces existing guidance found at Paragraph P of Section VIII of the NFIP Adjuster Claims Manual. The addendum is available at https://www.fema.gov/media-library-data/1507928085502-4de39557e9dfff6369ea3bfa852076bc7/Addendum_to_the_NFIP_Adjuster_Claims_Manual_10132017Final.pdf.

II. Application of Addendum

This addendum applies to all claims with an open proof of loss period, including, but not limited to, claims arising from the following events:

<table>
<thead>
<tr>
<th>FICO Number</th>
<th>State</th>
<th>Dates of Loss</th>
</tr>
</thead>
<tbody>
<tr>
<td>685</td>
<td>Puerto Rico</td>
<td>September 19, 2017 – Continuing</td>
</tr>
<tr>
<td>367</td>
<td>U.S. Virgin Islands</td>
<td>September 19, 2017 – Continuing</td>
</tr>
<tr>
<td>684</td>
<td>Florida</td>
<td>September 9, 2017 – September 18, 2017</td>
</tr>
<tr>
<td>362</td>
<td>U.S. Virgin Islands</td>
<td>September 5, 2017 – September 8, 2017</td>
</tr>
<tr>
<td>363</td>
<td>Puerto Rico</td>
<td>September 6, 2017 – September 8, 2017</td>
</tr>
</tbody>
</table>

WYO Companies and NFIP Direct must apply the addendum to all new or supplemental claims submitted on or after October 13, 2017. This bulletin does not modify any deadline for the submission of a proof of loss.

III. Questions or Comments

Please direct any questions regarding this bulletin to FEMA-FIDClaimsMailbox@fema.dhs.gov.

Attachment

cc: Vendors, IBHS, FIPNC, Government Technical Representative

Required Routing: Claims, Training
Addendum to the NFIP Adjuster Claims Manual
Perimeter Wall Sheathing Addendum, Part 3 – Section VIII

Perimeter Wall Sheathing

This addendum expands upon and replaces the guidance in the NFIP Adjuster Claims Manual at Part 3, Section VIII, Paragraph P. for addressing sheathing when a wood-framed building constructed with masonry veneer siding is flooded. The claim handling process should determine the type of sheathing material installed and the appropriate scope to repair.

Types of Sheathing

When Class 1, 2, or 3 sheathing material is in direct contact with floodwaters, the material is not salvageable and the insurer does not need a report from a qualified professional to document the material’s condition. Class 1, 2, and 3 sheathing material includes:

- Any paper-faced gypsum, including green-board gypsum or asphalt paper-lined gypsum
- High-density (wood) fiberboard (HDF) and mineral board, including asphalt-impregnated fiberboard (blackboard)
- All oriented-strand board (OSB), including any exterior-rated or edge-swell resistant OSB

When Class 4 or 5 sheathing material is in direct contact with floodwaters, it is generally salvageable. If questions arise over whether Class 4 or 5 sheathing material is salvageable, insurers may involve a qualified professional. Class 4 or 5 sheathing material includes:

- Exterior grade and Exposure-1 rated plywood
- Non-paper faced gypsum and fiberglass-lined gypsum board
- Marine-grade or preservative treated plywood
- Cement-fiberglass board
- Exterior-rated solid wood, such as decay-resistant plank wood

Repairing Sheathing

When a wood-framed building constructed with masonry veneer siding experiences flood damage, FEMA will presume it is possible to make an appropriate and reasonable repair without completely demolishing the exterior surface of the building, unless it is economically or physically impractical to do so or building codes do not allow it. The adjuster should document the complete scope to repair the flood-damaged sheathing from the interior side. Insurers should adjust each loss on its own merits and base the appropriate repair method on the extent of damage and the construction type.

Insurers should engage a qualified professional familiar with local building codes and construction protocols when any questions arise concerning the method of repair. An adjuster may need to consult with a local building official, qualified professional, and the policyholder’s contractor to determine what is the most reasonable and cost-effective method of repair. Multiple
methods of repair may exist, including alternative interior approaches or an exterior approach, so the adjuster should obtain at least one estimate for each approach to document and support claim payment.

Claim Handling Considerations

Consider the following when sheathing is involved:

- The Standard Flood Insurance Policy (SFIP) only pays for the direct physical damage by or from flood. The SFIP does not cover the cost to match undamaged building components that are not a part of the scope but facilitate repairs to flood damage. Therefore, as with all damage, the adjuster should determine and document direct flood damage to sheathing.
- The SFIP does not cover damage to sheathing or exterior siding, including masonry veneer, when installed in a wall that is below the lowest elevated floor of a Pre-FIRM elevated building located in a special flood hazard area.
- Identify and document any pre-existing damage to the sheathing from a prior flood or another cause such as insect damage. The SFIP does not cover pre-existing damage.
- Document the normal physical wear to sheathing from the exposure to moisture or weathering. Apply a fair and reasonable rate of depreciation to account for this condition.